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D4911-1 BRACKET 
MAKE FROM D4911-1F 


REV. 
DESCRIPTION 
BY 
DATE 


D 
ADDED D4911-5 (ZN A6-3) & D4911-5F (ZN A6-3) 
RF 
14.09.15 


C 


0.261 WAS 
0.196 (ZN C3-1 & D2-2); 0.94 WAS 0.80 (ZN 


B5-1) CAUSING OTHER DIM. CHANGE ON D4911-1F; REF 
NCR13-3184 


RF 
13.11.19 


B 


D4911-1/-1F/-3/-3F NOW 0.100 WAS 0.050 THICK (ZN A8-1, 
B2-1, B6-1, A8-2, B2-2, B6-2): OTHER DIMS MODIFIED AS A 
RESULT OF THICKNESS CHANGE 


RF 
13.09.12 


A 
NEW ISSUE 
RF 
13.05.24 


NOTES: 
1) MATERIAL: 303/304/316 STAINLESS STEEL SHEET ANNEALED 2B, 0.100 THK 
PER MIL-S-5059 OR AMS 5513/5524 OR ASTM A240 OR ASME SA240 
REF DART SPEC M304S12GA OR M303S12GA 
2) FINISH: NONE 
3) TOLERANCES: PER DART QSI 018 UNLESS OTHERWISE NOTED 
4) UNITS: INCHES UNLESS OTHERWISE NOTED 
5) BREAK SHARP EDGES: 0.005 TO 0.010 MAX 
6) IDENTIFICATION: IDENTIFY PER QSI 044 6.1 
7) WEIGHT: 0.06 lbs 


D4911-1F FLAT PATTERN BRACKET 


D 


PRELIMINARY ISSUE 


1.06 


0.56 


GRAIN 


DIRECTION 


0.75 
REF 


D4911-3 BRACKET 
(MAKE FROM D4911-3F) 


1.35 
REF 
6 


R0.13 
TYP 


0.100 
REF 


1.63 
REF 


0.75 


62° 


BEND 
LINE 


D4911-3F FLAT PATTERN BRACKET 


CL 


0.261 


1.64 


1.35 


R0.25 
4 PL 


R0.13 
2 PL 


0.68 
REF 


21° 


2.14 


1.29 


0.67 


1.12 


0.100 
REF 


NOTES: 
1) MATERIAL: 303/304/316 STAINLESS STEEL SHEET ANNEALED 2B, 0.100 THK 
PER MIL-S-5059 OR AMS 5513/5524 OR ASTM A240 OR ASME SA240 
REF DART SPEC M304S12GA OR M303S12GA 
2) FINISH: NONE 
3) TOLERANCES: PER DART QSI 018 UNLESS OTHERWISE NOTED 
4) UNITS: INCHES UNLESS OTHERWISE NOTED 
5) BREAK SHARP EDGES: 0.005 TO 0.010 MAX 
6) IDENTIFICATION: IDENTIFY PER QSI 044 6.1 
7) WEIGHT: 0.07 lbs 
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D4911-5 BRACKET 
(MAKE FROM D4911-5F) 


NOTES: 
1) MATERIAL: 303/304/316 STAINLESS STEEL SHEET ANNEALED 2B, 0.100 THK 
PER MIL-S-5059 OR AMS 5513/5524 OR ASTM A240 OR ASME SA240 
REF DART SPEC M304S12GA OR M303S12GA 
2) FINISH: NONE 
3) TOLERANCES: PER DART QSI 018 UNLESS OTHERWISE NOTED 
4) UNITS: INCHES UNLESS OTHERWISE NOTED 
5) BREAK SHARP EDGES: 0.005 TO 0.010 MAX 
6) IDENTIFICATION: IDENTIFY PER QSI 044 6.1 
7) WEIGHT: 0.63 lbs 


D4911-5F FLAT PATTERN BRACKET 
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